
HSSV corrugated tubes conduit gland - elbow 90°

male thread, plastic

Technical dataMaterial
Polyamide PA 6

HSSV gland 90°
Quick-insert glands for a reliable, quick
connection.

Protection class: IP 65

Temperature range: -40°C up to +110°CFlammability acc. to UL 94: VOSuitable for parallel-coiled HELUcond
protection tubes.

halogen-free

Application cadmium-free

Plant and machine construction
PropertiesRobot construction
resistant to a multitude ofAutomation technology

fuelsVehicle construction and shipbuilding
mineral oilsRail technology
greasesInstallation technology
weak basesControl cabinet construction
weak acids

Note
UR-tested

Protection classification:
IP 66 with outer seal

Threaded connection:
metric to EN 60423

Each unit includes 1 safety opener.

metric thread
Net EUR/100 items at a purchase ofUnitThread

length
mm

Suitable for NDSize
Metric

Part no.
black

Part no.
grey 501 - 1000101 - 500up to 100

o. r.o. r.o. r.509,510,0M12 x 1,59421094200
o. r.o. r.o. r.509,010,0M16 x 1,592019098983
o. r.o. r.o. r.508,012,0M16 x 1,59421194201
o. r.o. r.o. r.5010,516,0 / 17,0M20 x 1,59421294202
o. r.o. r.o. r.5014,821,0 / 23,0M25 x 1,59421394203
o. r.o. r.o. r.2513,829,0M32 x 1,59421494204
o. r.o. r.o. r.2515,636,0 / 37,0M40 x 1,59421594205
o. r.o. r.o. r.1016,048,0 / 50,0M50 x 1,59421694206
o. r.o. r.o. r.515,548,0 / 50,0M63 x 1,5920192920191

PG-thread
Net EUR/100 items at a purchase ofUnitThread

length
mm

Suitable for NDSize
PG

Part no.
black

Part no.
grey 501 - 1000101 - 500up to 100

o. r.o. r.o. r.509,010,099836398440
o. r.o. r.o. r.507,712,0119738298441
o. r.o. r.o. r.5010,016,0 / 17,013,59843598442
o. r.o. r.o. r.5010,016,0 / 17,0169794498443
o. r.o. r.o. r.5011,821,0 / 23,0219843698444
o. r.o. r.o. r.2511,529,0299843798445
o. r.o. r.o. r.2515,536,0 / 37,0369843898446
o. r.o. r.o. r.1016,048,0 / 50,0489843998447

Dimensions and specifications may be changed without prior notice.

211

o. r. = on request


